
Specifications 

 A) Display: Color , 320 x 240 pixel display with contrast adjustment 

B) Operation Temperature: -20 ℃ -- 75 ℃ 

C) Stroge Temperature: -40 ℃ -- 120 ℃ 

D) Power: 8V -- 24V 

E) Dimensions: 

Length                Width             Height 

135 mm                85 mm             26 mm 

F) Weight: 

Net Weight: 250 g 

Gross Weight: 450 g 

 

Accessories Include 

 

A) C330 Scanner – for test 

vehicle 

 B) User’s Manual – Instructions 

on tool 

operations. 

 

 C) CD – Include User’s Manual, 

Update 

Software and etc. 



 

D) USB Cable – Used to upgrade 

the 

scan tool。 

 

Product Features 

1. 240 x 320 color display 

2. support for USB 2.0 upgrade, Free Upgrade 

3. Hand-held, easy to carry and operate 

Product Functions 

support HONDA and ACURA vehicles for OBDII sockets, include: 

 ACCORD, ACTY, ACURA, AIRWAVE, ASCOT, AVANCIER, CAPA,CITY, CIVIC, CR-V, 

CR-X, CROSSROAD, DOMANI, EDIX, ELEMENT,ELYSION, FIT, FR-V, INSIGHT, 

INSPIRE INSPIRE, INTEGRA, JAZZ, LAGREAT, LEGEND, LIFE, LOGO, MOBILIO, 

MR-V, NSX, ODYSSEY, OETHIA,PARTNER, PILOT, PRELUDE, RAFAGA, RIGGELINE, 

S-MX, SPIKE etc. 

 

supports systems include Engine, Auto Transmission, ABS, SRS(air bag), 

Body, EPS, BODY, IMMOBILIZER etc. 

Functions : read trouble codes, clear trouble codes, displays live data 

stream and graph display and ECU ID. 

 

 

product Service 

Software: free upgrade 

Hardware: Warranty 1 year 

Certification: CE, FCC 


